
www.power-q.ca9600 Boul St-Laurent, Suite 300, Montreal, Quebec - H2N 1R1 • Tel: 514 667-6810 / Fax : 514 667-5722 • info@power-q.ca

PRODUCT DATA SHEET

EXPLOSION PROOF

D-SERIES
PQ-EXD2S-EXDS

	° 0-10V dimming. 

	° High luminous efficacy - Up to 140 lumens per 
watt.

	° Battery backup function available.

	° Compact and robust structure, excellent reliability.

	° Various installation ways for different applications.

	° Great impact resistance with IK08/IK10 certified.

	° Copper-free aluminum housing, great corrosion 
resistance and cooling performance.

CERTIFICATIONS

150,000
HOURS

Lifespan5
YEAR

WARRANTY
70+

Ra

CRI

EXD2S 20 / 40 / 60 / 80

EXDS 100 / 150 / 200 / 220

CATEGORIES POWER (W)

	° UL 844 Hazardous Locations

	° Class I Division 1, Group C, D 

	° Class I Division 2, Group A, B, C, D

	° Class II Division 1, Group E, F, G

	° Class II Division 2, Group F, G

	° Class III

	° Class I, Zone 1, Group IIB

	° Class II, Zone 21, Group IIIC

	° UL 1598 Wet Locations

	° UL 1598A Marine Outside Type

	° UL 924 Emergency Lighting

	° CSA C22.2#137:2018 Ed.2

	° CSA C22.2#250.0:2021 Ed.5

	° ETL (ATM for Report 105342415DAL-001/003)

	° ABS

	° DLC

	° IP66

	° IK08 (glass cover)

	° IK10 (with wire guard)

	° 1000 hours salt spray

EXD2S

EXDS
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SPECIFICATIONS

Models PQ-EXD2S-EXDS

ELECTRICAL

Power
EXD2S: 20/40/60/80W

EXDS: 120/150/200/220W
Input Voltage 100-277 / 200-480VAC or 12-48VDC

Input Frequency 50/60Hz

Power Factor >0.95

Emergency Time (optional) 3 Hours

OPTICAL
Lumens per Watt
(depend on model)

130lm/W, 136lm/W, 140lm/W 

CCT 2700K - 7000K

CRI >70

Beam Angle 40°/60°/90°/120°

Dimming 0-10V

ENVIRONMENTAL

Operating Temperature Range
-40°C to 55°C (-40°F to 140°F)
-40°C to 45°C (-40°F to 113°F)

MECHANICAL

Housing Material Copper-free aluminum

Diffuser Tempered glass

Hardware Stainless steel

Protection IP66/IP67/IK08 (glass cover)/IK10 (with wire guard)

Mounting
EXD2S: Ceiling, Wall, Pole, Trunnion 

EXDS: Ceiling
Cable Entries Side: 3/4” NPT (standard)

SPECIFICATIONS
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EXD2S

EXDS

DIMENSIONS (MM/INCH)

Bracket

D-SERIES
PQ-EXD2S-EXDS

EXPLOSION 
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PHOTOMETRY

D-SERIES
PQ-EXD2S-EXDS

EXPLOSION 
PROOF 

The D Series LED luminaire is the ideal choice for marine and hazardous applications. They can 
be used in locations where moisture, dirt, dust, corrosion and vibration may be present, or areas 
where wind, water, snow or high ambient can be expected.

	° Power Plants 

	° Heavy Industrials Storage Facility

	° Paper mills

	° Wastewater Treatment Plants

	° Loading Docks Platforms

	° Offshore Environments

	° Chemical Processing Facility

	° Petrochemical Processing Facility

	° Metallurgical Industry

	° Coal Mine

	° Food and Alcohol industry

APPLICATION
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MOUNTING METHODS

Option 1: Ceiling Mounting(for EXD2S) Accessory

Bracket

Accessory

Bracket

Option 2: Wall Mounting (for EXD2S)

Option 3: Pole Pendant Mounting

Option 4: Pole Mounting (Non-vertical) (for EXD2S)

Junction Box
EX-HD51-KB1

Junction Box
EX-HD51-KB1

Pole
Ex-Bended Pipe

Pendant Chain
Ex-Straight Chain

Pole 
Ex-Straight Pipe

D-SERIES
PQ-EXD2S-EXDS

EXPLOSION 
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9600 Boul St-Laurent, Suite 300, Montreal, Quebec H2N 1R1 • Tel: 514 667-6810 / Fax : 514 667-5722 • info@power-q.ca www.power-q.ca

PRODUCT DATA SHEET

MOUNTING METHODS

Option 5: Pole Mounting (for EXD2S)

Ex-Slip Fitter 
Mounting Kit

Bracket

Option 6: Trunnion Mounting (for EXD2S) Accessory

Ceiling Mounting (for EXDS) Accessory

D-SERIES
PQ-EXD2S-EXDS

EXPLOSION 
PROOF 
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INSTRUCTIONS FOR ORDERING

Catalog Number for Example: PQ-EXD2S-051K-080W-347V-090D-D-C

Model Color Temperature 
(CCT) Power (W) Input Voltage (V) Beam Angle Dimming

(Optional)
Glass Cover 
(Optional)

PQ-EXD2S 027K = 2700K
031K = 3000K
041K = 4000K
051K = 5000K
061K = 6000K
070K = 7000K

020W
040W
060W
080W

120V = 
100-277VAC

347V = 
200-480VAC

1248VDC = 
12-48VDC

040D = 40°
060D = 60°
090D = 90°

120D = 120°

D = Dimmable
Blank = Non-

Dimmable

C = 
Spherical Glass 

Cover
PQ-EXDS

100W
150W
200W
220W

D-SERIES
PQ-EXD2S-EXDS

EXPLOSION 
PROOF 


