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PRODUCT DATA SHEET

WALL PACK 
PQ-WP

 ° Quick and easy installation, easy maintenance

 ° Injection molded polycarbonate lens, die cast 
aluminum housing

 ° Dark bronze polyester powder coated finish for 
impact, corrosion and UV resistance

 ° Photocell optional

Applications:

 ° Building façades, parking garages and stairways

 ° Commercial buildings

 ° Security, pathway and perimeter lighting

 ° Storage areas

5
YEAR

WARRANTY
IP65

IP LEVEL79
Ra

CRI

79,000
HOURS

Lifespan >0.95
Power Factor

Input voltage AC100-277V (50/60 Hz) Colour temperature 3000K-4000K-5000K-5700K

Working Temperature -40°C to 40°C THD <20% at full load

Power Factor >0.95 Warranty 5 years

CRI 79 Lifetime 76,000 hours

Dimensions 9.174" x 6.003" x 3.612" – 233.02 x 152.37 x 91.75 mm

PQ-WP-XXK-015W-120V 15 >1600 lm >109 lm/w 1.2 kg 1.5 kg

PQ-WP-XXK-025W-120V 25 >2600 lm >110 lm/w 1.4 kg 1.6 kg

SPECIFICATIONS

MODEL POWER  
(W)

LUMINOUS 
FLUX EFFICACY NET WEIGHT GROSS WEIGHT

XX= Color Temperature : 31K=3000K 41K=4000K 51K=5000K 57K=5700K

No. E484465

LISTINGS
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DIMENSIONS

PHOTOMETRICS

PQ-WP-XXK-015W-120V

PQ-WP-XXK-025W-120V


