
Ultra slim PVC shelving lighting

 ° Easy installation, easy adjustment

 ° Ready to use without the need of any tools

 ° The smallest power track bar, only 14mm wide

 ° Three different mounting options

 ° Multiple accessories and feeds for your flexible 
installation

 ° 3 year warranty IP20
IP LEVEL
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Unit: mm
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Fixture Length

Electrical operation DC

Input voltage, nominal 24V

Input current (1 meter) Max. (A) 
5

SPECIFICATIONS

Standard power track lengths 1000mm / 1500mm / 2500mm 
(can be cut down to any length, additional end caps can be supplied)

Available in white (standard stock), black and gray (special order only)
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PRODUCT DATA SHEET
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MECHANICAL STRUCTURE

Quick Connection
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INSTALLATION

Mounting

Fitting instructions

1. Magnetic strip for metal shelf

2. Adhesive tape for flat surface

3. Plastic clip for wooden shelf


Rotate


Connected

LED Driver Power Track Connector LED Lighting
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CONNECTION DIAGRAM

APPLICATIONS

IP54 Connector

XHP Connector

Mini plug Connector

7-way distribution box

10-way distribution box

LED Strip

Power Track

LED Driver3
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LED driver Distribution box

LED driver

LED driver Power track
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