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PRODUCT DATA SHEET

DOUBLE FACE
LED TUBE
PQ-TUDF

°° High efficiency, low power consumption

°° Patent pending technology

°° 360° (double face)

°° G13

°° Type B

°° Two-end power

PQ-TUDF2-XXK-10W 10 2 ft 1400 lm

PQ-TUDF3-XXK-14W 14 3 ft 1960 lm

PQ-TUDF4-XXK-18W 18 4 ft 2520 lm

PQ-TUDF4-XXK-24W 24 4 ft 3360 lm

PQ-TUDF5-XXK-26W 26 5 ft 3640 lm

PQ-TUDF5-XXK-32W 32 5 ft 4480 lm

PQ-TUDF5-XXK-36W 36 6 ft 5040 lm

PQ-TUDF5-XXK-42W 42 7 ft 5460 lm

PQ-TUDF5-XXK-46W 46 8 ft 6400 lm

MODEL POWER (W) DIMENSIONS LUMINOUS FLUX

LISTINGS DIMENSIONS

XX= Color Temperature 31K=3000-3500K 41K=4000K-4500K 51K=5000-5500K 61K=6000-6500K
ADD at the end Voltage, UNIV (100-347V) F=Frost C=Clear
Ex: PQ-TUDF4-051K-022W-UNIV-F

5
YEAR

WARRANTY
65,000

HOURS

Lifespan

Input Voltage 100-347V

LED Light Source Philips/CREE/Osram

Luminous Efficiency 140-150 lm/W

Color Temperature 3000K-6500K

Warranty 5 years

Working Temperature -40°C ~ 45°C

Color Rendering Index 85

Lifespan 65000 h

Color White

Housing Aluminum

Power factor 0.95

SPECIFICATIONS


