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PRODUCT DATA SHEET

LED TUBE
PQ-TUR

Certified EN 50155 
For Railways Applications

 ° High efficiency, low power consumption

 ° Patent pending technology

 ° Dimmable optional

 ° Rotatable end-cap optional

 ° Two-end power

PQ-TUR1-XXK-08W 08 1 ft 1140 lm

PQ-TUR2-XXK-10W 10 2 ft 1500 lm

PQ-TUR3-XXK-14W 14 3 ft 1960 lm

PQ-TUR4-XXK-15W 15 4 ft 2200 lm

PQ-TUR4-XXK-18W 18 4 ft 2650 lm

MODEL POWER (W) DIMENSIONS LUMINOUS FLUX

LISTINGS DIMENSIONS

XX= Color Temperature 31K=3000-3500K 41K=4000K-4500K 51K=5000-5500K 61K=6000-6500K
ADD at the end Voltage 36Vdc,120V, 240V or 347V (100-382V)
Option ADD R for Rotative Socket
Option Lens F=Frost C=Clear
Option End Cap G13-FA8-R17D

5
YEAR

WARRANTY 65,000
HOURS

Lifespan

Input Voltage 36VDC (± 5%), 100-382V

LED Light Source Philips/CREE/Osram

Luminous Efficiency 140-150 lm/W

Color Temperature 3000K-6500K

Warranty 5 years

Working Temperature -40°C ~ 45°C

Color Rendering Index 85

Lifespan 65000 h

Color White

Housing Aluminum

Power factor 0.95

SPECIFICATIONS


