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PRODUCT DATA SHEET

ANTI-UV 
LED TUBE

PQ-TUV2-3-4-5

°° No UV or IR, no mercury or lead 

°° Single end power input and double end power 
input are both available 

°° Blue, green or silver caps available

°° Clear cover or frosted cover 

°° Optional T5 end connector

APPLICATIONS:

°° Indoor use only, for specialized factories and 
hospitals.

PQ-TUV2 603mm 10W 1050 lm LM80 SMD2835*72 pcs

PQ-TUV3 903mm 13W 1365 lm LM80 SMD2835*96 pcs

PQ-TUV4 1213mm 18W 1890 lm LM80 SMD2835*144 pcs

PQ-TUV5 1513mm 25W 2625 lm LM80 SMD2835*192 pcs

MODEL LENGTH (mm) POWER FIXTURE LUMEN (FROSTED) LED TYPE

Input Voltage 100-277 VAC CCT 1800-2000K

Light efficiency (frosted cover) 105 lm/W Beam angle 120° (clear), 140° (frosted)

Frequency 50Hz/60Hz Base G13 and TU5

Power consumption 10W-25W Operating temperature -10°C~40°C

SPECIFICATIONS

50,000
HOURS

Lifespan>0.9
Power Factor

80/90
Ra

CRI5
YEAR

WARRANTY

LISTINGS
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ANTI-UV LED TUBE
PQ-TUV2-3-4-5

SPECTRORADIOMETRIC PARAMETERS

CIE COLOR PARAMETERS

Spectrum Test Report

Product : Yellow Tube T8 Date : 2019-08-16
Sample No. : 3 Instrument : HAAS-2000(EVERFINE)
Manufacturer : WiSCOON Operator : 01

Test Condition
Temprature : 25.3Deg RH : 65.0%
Scan Range : 380nm-780nm IP : 54120 (83%)

T : 29 ms
Test Type : Fast Test Delicacy : High

Spectroradiometric Parameters
1.0=94.068mW/nm
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Spectrum CIE1931 EVERFINE

x = 0.5820 y = 0.4168

Tc = 1639K

Spectral Distribution CIE1931 Chromaticity Diagram

CIE Color Parameters:
Chromaticity Coordinate: x=0.5820 y=0.4168/u'=0.3405 v'=0.5486(duv=-5.20e-03)
CCT:Tc=  1639K  Prcp WaveL:   d=591.3nm Purity=99.8%
Peak WaveL:  p=596nm  Half Width:    p=82.2nm Ratio:R=36.2% G=63.8% B=0.0% 

Render Index:Ra=33.4
R1 =22 R2 =63 R3 =73 R4 =0 R5 =12 R6 =44 R7 =53
R8 =0 R9 =0 R10=33 R11=0 R12=0 R13=24 R14=83 R15=19
LEVEL:OUT        WHITE:OUT

Photo Parameters:
Flux  = 3126 lm   Eff. : 104.12 lm/W  Fe  = 9.274 W

__________________________________________________________________________________
Electrical parameters:
V = 220.7 V     I = 0.1413 A    P = 30.02 W PF = 0.9626

EVERFINE
杭州市滨江区滨康路669号 http://www.everfine.cn

Chromaticity Coordinate: x=0.5820 y=0.4168/u’=0.3405 v’=0.5486(duv=-5.20e-03)
CCT:Tc= 1639K Prcp WaveL: d=l 591.3nm Purity=99.8%
Peak WaveL:l p=596nm Half Width:D l p=82.2nm Ratio:R=36.2% G=63.8% B=0.0%
Render Index:Ra=33.4
R1 =22 R2 =63 R3 =73 R4 =0 R5 =12 R6 =44 R7 =53
R8 =0 R9 =0 R10=33 R11=0 R12=0 R13=24 R14=83 R15=19
LEVEL:OUT WHITE:OUT


