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PRODUCT DATA SHEET

SPLIT J-BOX 
LED DOWNLIGHT

PQ-DWLCP + PQ-DWLCT

Innovative split design of LED light engine and trim. 
First of its kind, available in 4”, 6”, 8” and 10” with 
universal voltage 100-347VAC.

Traditional recessed housing frame-in kit is 
eliminated.

CCT Tunable
Wattage Tunable

Input Voltage 120-347VAC or 100-277 VAC (non-dimmable) Mounting Recessed

CRI Ra >80 Temperature rating 45° and below, room side & plenum side

CCT 3000K, 3500K, 4000K, 5000K Dimming type 0-10V dimming

THD <20% Recommended dimmers DVTV (Lutron), IP710 (Leviton)

Power Factor >0.9 Ratings UL, Energy Star

Standard warranty 5 years Damp Rated Yes

Standard  lifetime Minimum 50,000 hrs LM79 report Yes

SPECIFICATIONS

80+
Ra

CRI >0.9
Power Factor

LISTINGS

5
YEAR

WARRANTY
50,000

HOURS

Lifespan

ENGINE

 Dimension

5.91"

5.83"

16.52"

4.92"

5"

18.20"

9"

3.46"

6.25"

5"

18.20"

12"

5.08"

7.87"

4"

6"

8"
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Engine 

Optional New Construction Frame Kits

4.14"

4.96"

4.14"

3.46"

10W IC, 15W IC, 20W NON IC 20W IC, 40W NON IC
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SPLIT J-BOX LED DOWNLIGHT
PQ-DWLCP + PQ-DWLCT

Input power 10W 15W 20W 20W 40W Power tunable 27W, 34W, 40W

Type IC IC NON-IC IC NON-IC NON-IC

Trim options 4”, 6”, 8”, 10” 4”, 6”, 8”, 10” 4”, 6”, 8”, 10” 4”, 6”, 8”, 10” 4”, 6”, 8”, 10” 4”, 6”, 8”, 10”

Efficacy 75 lm/w 75 lm/w 75 lm/w 80 lm/w 80 lm/w 80 lm/w

Luminous flux 750 lm 1125 lm 1500 lm 1600 lm 3200 lm 3200 lm

1-10V dimming ✓ ✓ ✓ ✓ ✓ ✓

120-347VAC Input ✓ ✓ ✓ ✓ ✓ ✓

110-277VAC 
Input option

✓ ✓ ✓ N/A ✓ ✓

CCT tunable option 3000K, 4000K, 
5000K

3000K, 4000K, 
5000K

3000K, 4000K, 
5000K

3000K, 3500K, 
4000K

3000K, 3500K, 
4000K

3000K, 3500K, 
4000K

Wattage adjustable N/A N/A N/A N/A 27W, 34W, 40W 27W, 34W, 40W

Lifespan 35000 hrs 35000 hrs 35000 hrs 50000 hrs 50000 hrs 50000 hrs

UL/CUL ✓ ✓ ✓ ✓ ✓ ✓

Energy Star 4”, 6”, 8” 4”, 6”, 8” 4”, 6”, 8” 4”, 6”, 8”, 10” 4”, 6”, 8”, 10” 4”, 6”, 8”, 10”

MODEL PQ-DWLCP10 PQ-DWLCP15 PQ-DWLCP20N PQ-DWLCP20 PQ-DWLCP40N PQ-DWLCP-CCTK-N40W-UNIV

TRIM OPTIONS

 ° Round Trim: 4”, 6”, 8”, 10”

 ° Square Trim: 4”, 6”

 ° Round Wall Wash Trim: 4”, 6”

 ° Square Wall Wash Trim: 4”, 6”
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SPLIT J-BOX LED DOWNLIGHT
PQ-DWLCP + PQ-DWLCT

TRIM DIMENSIONS

Square Trims

Mounting Diameters: 6"-7.3"

Mounting Diameters: 5.3"-6"

Mounting Diameters: 5.3"-6"

Mounting Diameters: 4.7"-5.2"

4.10"

3.35"

6.38"

5.52"

4.10"

3.43"

7.62"

5.91"

3.43"
4"

4"

4"

6"

6"

6"

Mounting Diameters: 6"-7.3"

3.35"

7.62"

5.91"

4.10"

3.35"

6.38"
7.62"

5.91"

3.35"

Trim Dimensions

Round Trims

Mounting Diameters: 6"-7.3"

Mounting Diameters: 7.4"-8.9"

9.22"

7.29"

3.43"

8"8"

Mounting Diameters: 9.5"-10.8" 9.26"

11.9"

3.43"

10"

Round Wall Wash Trims

Square Wall Wash Trims

Mounting Diameters: 5.3"-6"

4"

6.38"

4.10"

3.35"

Tilt:15-20°
Mounting Diameters: 6"-7.3"

6"

7.62"

5.91"

3.35"

Tilt:15-20°

Tilt:15-20° Tilt:15-20°
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 Dimension
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SPLIT J-BOX LED DOWNLIGHT
PQ-DWLCP + PQ-DWLCT

OPTIONAL NEW CONSTRUCTION FRAME KITS

 Dimension

5.91"

5.83"
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4.92"

5"

18.20"

9"
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6.25"

5"

18.20"
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5.08"
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Engine 

Optional New Construction Frame Kits

4.14"

4.96"

4.14"

3.46"

10W IC, 15W IC, 20W NON IC 20W IC, 40W NON IC


