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CORN LIGHT

°° Samsung 5630 SMD chip gives 110lm/w

°° Various lamp bases are available for a wide 
range of applications (E39/E40 mogul, E26/E27 
medium)

°° IP64 Series LED corn lights are waterproof and 
dustproof and built with fire retardant plastics

°° 360 degree beam angle

°° Replaces HPS, HQL, MHL, suitable for use in 
enclosed luminaires

°° All LED corn bulbs are UL List and DLC TUV SAA 
approved with 5-year warranty

°° This corn light is suitable for indoor settings 
such as warehouses, factory floors and arenas, 
and can be used in humid environments. With 
shade protection they can also be installed for 
outdoor use.

PQ-CNLS

Beam Angle 360 degree Replacement Traditional high power 200W CFL

LED Luminous Efficiency 110Lm/W Waterproof level IP64

Color Temperature 2700K-7500K LED Light Source Samsung 5630 SMD

Power Factor > 0.90 Base Type E26/E27/E39/E40

CRI >80 Certifications DLC CE RoHS and TUV approved

SPECIFICATIONS

80+
Ra

CRI >0.9
Power Factor

IP64
IP LEVEL

LISTINGS

Beam Angle

360°

5
YEAR

WARRANTY
50,000

HOURS

Lifespan
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LIGHT DISTRIBUTION

80W 120W and 150W

PQ-CNLS-80 80W 8800 lm 120x314mm

PQ-CNLS-120 120W 13200 lm 120x354mm

PQ-CNLS-150 1502W 16500 lm 120x354mm

MODEL WATTAGE LUMINOUS FLUX DIMENSIONS
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SAMSUNG & EPISTAR CHIP

°° Global branded LED

°° High lumen flux,110lm/w

°° Epistar/Samsung SMD 5630 chips

°° Best stability and high brightness

QUALITY ALUMINUM

°° Fin-type heat sink with high thermal 
conducivity aluminum

°° Special surface treatment process

PATENTED IP64 INGRESS PROTECTION DESIGN

°° IP64 waterproof rating

°° Waterproof rubber rings at the top

°° UL DLC CE RoHS PSE and TUV Attestation

DRIVER

°° Top brand Rubycon capacitors

°° World-class driver stability and reliability


