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PRODUCT DATA SHEET

NSF LINEAR 
LED HIGHBAY
PQ-HBLFY

>0.95
Power Factor

 ° NSF linear LED highbay has a smooth aluminum 
heat sink, ideal for food processing environments.

 ° High efficacy to 150lm/w

 ° Up to 300w, Up to 45000lm

 ° Can be used in food zone, splash zone or non-food 
zone

 ° Smooth surface for easy cleaning

 ° IP69K,1500PSI hose spray

Input voltage AC100-277V / AC200-480V – 50/60Hz Beam angle 15°/25°/60°/90°/120°/ 
30°x15°/49°x21°/136°x78°

Power factor >0.95 CRI Ra >70 / Ra >80

Working temperature –40°C~45°C Housing color White, Aluminum

Lumen efficacy 150 lm/w Lifespan >50,000 hours @L70

Color temperature 3000K/4000K/5000K/57000K/6500K

SPECIFICATIONS

IP69
IP LEVEL 1500

PSI

50,000
HOURS

Lifespan

PQ-HBLFY-XXK-80 80W 12000 448 x 250 x 69 mm

PQ-HBLFY-XXK-120 120W 18000

556 x 250 x 69 mmPQ-HBLFY-XXK-160 160W 24000

PQ-HBLFY-XXK-200 200W 30000

PQ-HBLFY-XXK-300 300W 45000 810 x 250 x 69 mm

MODEL POWER LUMENS FIXTURE DIMENSIONS

XX= Color Temperature 31K=3000-3500K 41K=4000-4500K 51K=5000-5500K 61K=6000-6500K

ACCESSORIES

Suspended Chain Surface Mounted
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