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HIGH
TEMPERATURE 
HIGH BAY

PQ-HBHTI-HBHTJ

	° Operating range at high ambient temperature up 
to 80°C (176°F)

	° Excellent heat dissipation ensures a long 
lifespan.

	° Controllers easily plug-and-play in 3 seconds, 
providing scalability for subsequent system 
expansions.

	° Sturdy anodized aluminum profile and corrosion-
resistant coating.

	° A tempered glass lens is available as an option.

IP65
IP RATING

70/80
IRC

power
factor

>0,95

CERTIFICATIONS

HIGH TEMPERATURE HIGH BAY
MODEL CCT Power (W) Luminous Flux (Lm) Dimensions (mm) Input Voltage (V)

PQ-HBHTI
(65°C) 031K = 3000K

041K = 4000K

051K = 5000K

100
150
200
240
300

15845
23473
30246
36349
44601

419

120 = 100-277 AC 
(Standard)

347 = 347-480 AC 
(Optional)

400 58242 480

PQ-HBHTJ
(80°C)

100 
150 

16046
23281

419

200
300

30215
45398

480

years
5   

 Warranty
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Input Voltage (V) 100-277AC or 347-480AC Beam angle 15°/30°/60°/90°/120 °

Power (W) 100 / 150 / 200 / 240 / 300 / 400 Operating Temperature (°C) -40 to 80

Luminous efficacy 145 Lm/W Warranty 5 years

IP Rating IP65 Dimmable 0-10 V

CRI 70/80 CCT 3000K/4000K/5000K

Power factor >0,95 Sensor Yes
 

SPECIFICATIONS OF HIGH TEMPERATURE HIGH BAY

MOUNTING

OPTICS MOUNTING OPTIONS

15°

30°

60°

90°

120°

1. Ring mount 

2. Hook mount

3. Bracket mount

4. 1/2 NPT Pipe mount

PQ-HBHTI - 65°C AND PQ-HBHTJ - 80°C
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DIMENSIONS (MM)

PQ-HBHTI - 65°C

100W / 150W / 200W

240W / 300W

400W



PRODUCT DATA SHEET

HIGH TEMPERATURE HIGH BAY
PQ-HBHTI-HBHTJ

www.power-q.ca9600 Boul St-Laurent, Suite 300, Montreal, Quebec - H2N 1R1 • Tel: 514 667-6810 / Fax : 514 667-5722 • info@power-q.ca

DIMENSIONS (MM)

PQ-HBHTJ - 80°C

100W / 150W

200W / 300W
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MOTION SENSOR

CABLE WITH PLUG

DAYLIGHT SENSOR

 STEEL CHAIN

PC REFLECTOR

CABLE CONNECTOR

ALUMINUM REFLECTOR

3/4 NPT CONVERTER

ACCESSORIES

INSTRUCTIONS FOR ORDERING

Catalog Number for Example: PQ-HBHTI-051K-400W-347V

Series Color Temperature (CCT) Power (W) Input Voltage (V) Options

PQ-HBHTI
(65°C)

031K = 3000K
041K = 4000K
051K = 5000K

100
150
200
240
300
400

120 = 100-277 AC (Standard)
347 = 347-480 AC (Optional)

Ring mount,  
hook mount,

bracket mount or
1/2 NPT pipe mountPQ-HBHTJ

(80°C)
100
150
200
300

EMAIL: info@power-q.ca
PHONE: 514 667-6810

If you have specific technology or service needs, 
it’s highly recommended that you get in touch 
with Power-Q’s experts. They can provide tailored 
solutions and guidance based on your specific 
requirements.


