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PRODUCT DATA SHEET

NEW NSF 
HIGH BAY
PQ-HBBT

 ° Smart-ready: center-hollow design for fast 
installation of sensor or wireless control module. 
Ready for further dynamic energy saving.

 ° Finish: five-step, super surable TGIC paint material 
helps resist all tough environmental conditions 
while providing optimal color maintenance.

 ° Available with 3 types of fine-designed PC lens 
featuring low glare with UGR<19 for some models

 ° Aluminum alloy heatsink features hollow fins to 
optimize thermal management which also results 
in less dust accumulation and light weight.

Input voltage AC120-347V – Also available with 180-528V Dimming 0-10V DIM to OFF with auxiliary output

CCT 4000K / 5000K / 5700K Lens 60°, 90° (standard), 120°

CRI Ra 80 Chip CREE SMD2835
 

SPECIFICATIONS

5
YEAR

WARRANTY

PQ-HBBT-XXK-100W 100W φ280.0 x 
159 mm

133 pcs 14000 lm

PQ-HBBT-XXK-150W 150W 175 pcs 21000 lm

PQ-HBBT-XXK-200W 200W φ330.0 x 
169 mm

216 pcs 28000 lm

PQ-HBBT-XXK-240W 240W 259 pcs 33600 lm

MODEL POWER SIZE # CHIPS LUMENS

XX= Color Temperature 41K=4000-4500K 51K=5000-5500K 57K: 5500-6000K
Add S for UL certified DC12V Microwave sensor Max 12m high
Add LB for Lowbay polycarbonate reflector

®

LISTINGS

50,000
HOURS

Lifespan

80+
Ra

CRI
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ACCESSORIES

Adjustable bracket

Wire guard

Sensor kit
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DIMENSIONS

INSTALLATION

OPTICAL

Ring mount

PC Lens PC reflector

PC Lens PC Lens

60° 70°

90° 120°

Hook mount Bracket mount
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