PRODUCT DATA SHEET

Shopping malls Stadiums

Exhibition centres

Parks
Parking lots

» 0" <

Gymnasiums
Billboards

Schools

Lifespan

IP66

IP LEVEL

BRACKET OPTIONS

I Oy

gy - gy .
Knuckle mount Yoke mount Trunnion mount
Input voltage | AC120-277V, AC120-347V IP level | IP66
3 years for 30W-70W
Lumens | 130 Im/W /150 Im/W Warranty 5 years for 100W-240W
Color temperature | 3000K, 4000K, 5000K , 5700K Operating temperature | -30°C to 45°C
Beam angle | 110° Lifespan | 50000 hrs
PQ-FLW-35W-XXK 35W 4550
AC120V
PQ-FLW-50W-XXK 50W AC2A0V 130 Im/W 6500
PQ-FLW-70W-XXK 70W 9100
PQ-FLW-100W-XXK 100W 15000
PQ-FLW-150W-XXK 150W AC120977V 22500
AC120-347V 150 Im/w
PQ-FLW-200W-XXK 200W 30000
PQ-FLW-240W-XXK 240W 34800

ADD at the end Voltage: XV=120V SV=120-277V LV=120-347V MV=240V
XX= Color Temperature 31K=3000K 41K=4000K 51K=5000-5500K 57K=5700K
P=Photocell Blank=No photocell
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FLOOD LIGHT
D

Heat sink

SMD2835

Adjustable angle

Tempered glass
cover

U bracket

Daylight sensor
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FLOOD LIGHT

PQ-FLW

POWERQ

y

1/2” NPSM KNUCKLE MOUNT L x W x H (mm)
207.0x 172.5x 45.5

230.5x228.5x45.0

262.0 x 277.0 x 48.0

1/2" NPSM KNUCKLE MOUNT

W -H_

2 @)

YOKE MOUNT L x W x H (mm)
312.6 x306.0x71.0

342.5x350.5x82.0

392.5x430.5x 100.0 F EJJF =

YOKE MOUNT

TRUNNION MOUNT | LxWxH(mm)
164.0 x 189.0 x 45.5 . 5

196.0 x 229.0 x 45.0

232.0 x 280.0 x 48.0
299.0 x 350.0x 71.0

335.0 x 394.0 x 82.0 @ )

400.0 x 474.0 x 100.0

TRUNNION MOUNT

Www.power-g.ca



