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PRODUCT DATA SHEET

	° Class I Division 2, Group A, B, C, D 

	° Class II Division 1, Group E, F, G 

	° Class II Division 2, Group F, G 

	° Class III

	° Class I, Zone 2, Group IIC T6/T5/T4

	° Zone 20, 21, 22

	° UL 1598 Wet Locations

	° UL 1598A Marine Outside Type

	° UL 8750 LED Safety

	° UL 924 Emergency Lighting

	° ABS

	° CSA (Certificate: 80070037)

	° DLC

	° IP66

	° Ik08

EXPLOSION PROOF

O-SERIES
PQ-EXOS
The PQ-EXOS luminaire is the ideal choice for 
marine and hazardous applications. They can 
be used in locations where moisture, dirt, dust, 
corrosion and vibration may be present, or areas 
where wind, water, snow or high ambient can be 
expected.

Great reliability with waterproof and dust-
proof design, no need for internal cleaning and 
maintenance. Compact structure and small size, 
ideal for use in various places where spot light is 
required, such as mine, brewery, aisle, etc.

5
YEAR

WARRANTY

CERTIFICATIONS
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PQ-EXOS

Model PQ-EXOS

ELECTRICAL

Power 10W 20W 30W

Input Voltage 100-277VAC

Input Frequency 50/60Hz

Power Factor >0.95

OPTICAL

Lumen Output 1000lm 2000lm 3000lm

Lumens per Watt 100lm/W

CCT 3000K - 6500K

CRI >70

Dimming 0-10V (optional)

ENVIRONMENTAL
Ambient Temperature 
(Normal Operation)

-40°C to +40°C/50°C/60°C

Ambient Temperature 
(Emergency Operation)

0°C to +40°C

MECHANICAL

Housing Material Copper-free aluminum

Diffuser Tempered glass (both frosted and clear are available)

Protection IP66/IK08

Mounting Ceiling, Pole, Wall

Cable Entry
There are four cable entries are at side wall of luminaire housing which 

are used to install M25, M20, NPT 1/2” or NPT 3/4” certified cable glands 
or stopping plugs with suitable IP code.

SPECIFICATIONS
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FEATURES

O-SERIESEXPLOSION 
PROOF 

PQ-EXOS

MOUNTING METHODS AND ACCESSORIES

Three mount stuctures optional: Ceiling, Pole, Wall

Copper-free aluminum housing, great corrosion 
resistance and cooling performance.
Compact structure, small size and light weight for 
easy installation.
Chip on board COB, correlated color temperature 
(CCT) of 3000K to 5700K (>70 CRI)

Three options of globe length: Long, Medium, Short

Diffuser made of tempered glass for maximum 
resistance to impact and thermal shock. Available with 
clear lens, frosted lens.
Metal guard included for additional protection.

Ceiling Mount Pole Mount 90 Degree Wall Mount Reflector Available

Ceiling Mount Cap

Exterior PoleInterior Pendant Wall Elbow Wall Elbow Reflector
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DIMENSIONS - WITHOUT EMERGENCY (UNIT: MM / INCH)

O-SERIESEXPLOSION 
PROOF 

PQ-EXOS

Ceiling Mount - Long

Ceiling Mount - Medium

Ceiling Mount - Short

Pole Mount - Long

Pole Mount - Medium

Pole Mount - Short

90 Degree Wall Mount - Long

90 Degree Wall Mount with Reflector - Long

90 Degree Wall Mount - Medium

90 Degree Wall Mount - Short

Hub size:
3/4”

Wall

Reflector

M5*15mm socket 
head screw

Note: Thickness of diffuser is 4.5mm [0.18inch].
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DIMENSIONS - WITH EMERGENCY (UNIT: MM / INCH)
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PQ-EXOS

PHOTOMETRY

Ceiling Mount - Long Pole Mount - Long 90 Degree Wall Mount - Long

90 Degree Wall Mount with Reflector - Long

Hub size:
3/4”

/

Reflector
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PQ-EXOS

APPLICATIONS

•	 Power Plants
•	 Heavy Industrials Storage Facility
•	 Paper mills
•	 Wastewater Treatment Plants
•	 Loading Docks Platforms
•	 Offshore Environments
•	 Chemical Processing Facility
•	 Petrochemical Processing Facility
•	 Metallurgical Industry
•	 Coal Mine
•	 Food and Alcohol industry

SPARE PARTS

Heat Sink

Long Globe Glass

Short Flat Guard

Extension

Medium Globe Glass

Main Part

Short Glass

Reflector

Long Globe Guard

Clear

Medium Flat Guard
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INSTRUCTIONS FOR ORDERING

Catalog Number for Example: PQ-EXOS-051K-020W-120V-C

Model Color Temperature Power (W) Voltage (V) Globe Type Dimming (Optional)

PQ-
EXOS

031K = 3000K
041K = 4000K
051K = 5000K
061K = 6000K
065K = 6500K

010W
020W
030W

120V = 
100-277VAC

C= Long globe glass
S= Short glass
M= Middle long 

globe glass

D = Dimmable
Blank = 

Non-Dimmable

O-SERIESEXPLOSION 
PROOF 

PQ-EXOS


