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PRODUCT DATA SHEET

	° UL 844 Hazardous Locations

	° Class I Division 2, Group A, B, C, D

	° ABS

	° IP66 (wet location)

	° IK10

EXPLOSION PROOF
RL-SERIES
PQ-EXRLS2-4

	° Impact-resistant fiberglass reinforced 
polycarbonate lens.

	° Available in 2ft and 4ft

	° Safety interlock kit design.

	° Light distribution 120 degree.

	° 0-10V dimming.

	° Replaceable LED light strip.

	° Water-proof, vapor-proof, dust-proof, and 
corrosion resistant.

	° Emergency battery backup available for 
option.

CERTIFICATIONS

5
YEAR

WARRANTY
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PQ-EXRLS2-4

RL-SERIESEXPLOSION 
PROOF 

Model PQ-EXRLS2-4
ELECTRICAL

Power EXRLS2: 10/12/15/18/20/25/30/36/40W
EXRLS4: 20/25/30/36/40/48/50/54/60W

Input Voltage 100-277 / 200-480VAC (under testing)
Input Frequency 50/60Hz
Power Factor >0.9
Emergency Function Optional emergency battery back-up
OPTICAL

Lumen Output EXRLS2: 1300-5200lm
EXRLS4: 2600-7800lm

Lumens per Watt 130lm/W
CCT 3500K - 5700K
CRI >70
Beam Angle 120°
Dimming 0-10V
ENVIRONMENTAL
Ambient Temperature -40°C to 40°C
MECHANICAL
Dimensions 2 feet or 4 feet
Structural Feature Safety interlock kit design
Housing Material SUS 304 stainless steel
Lens Material Transparent fiberglass-reinforcedpolycarbonate
Cover PC
Gasket Silicone Rubber
Latches/Clips Aluminum alloy
Color Milky White
Finish Epoxy powder coating
Protection IP66/IK10/3G Vibration/1200hrs salt spray
Mounting Ceiling mount, rope mount, and pole mount

Cable entries
Standard: 4 x NPT3/4 (Side x1 open, Side x3 with end caps)

With Emergencybattery backup: 3 x NPT3/4 (Side x1 open, Side x2 
with end caps), 1 for battery self testing button

Warranty 5 Years

SPECIFICATIONS
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The EXRL series linear vapor tight is designed for use in hazardous locations where flammable gases, 
vapors, or liquids might be present during normal facility operations. The combination of the style and 
design of new LED technology with the ruggedness and durability of a hazardous location fixture makes 
it ideal for retrofit of existing HPS/MH and offers higher efficacy for energy savings, lower maintenance 
costs and shorter payback. The optional battery backup system provides a minimum of 90 minutes 
operation after AC power is lost during an emergency.

Interlock Kit

EXRLS4EXRLS2

PQ-EXRLS2-4

RL-SERIESEXPLOSION 
PROOF 
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DIMENSIONS (MM/INCH)

EXRLS4

EXRLS2

PQ-EXRLS2-4

RL-SERIESEXPLOSION 
PROOF 
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APPLICATION

•	 Power Plants
•	 Heavy Industrials Storage Facility
•	 Paper mills
•	 Wastewater Treatment Plants
•	 Loading Docks Platforms
•	 Offshore Environments
•	 Chemical Processing Facility
•	 Petrochemical Processing Facility
•	 Metallurgical Industry
•	 Coal Mine
•	 Food and Alcohol industry

PQ-EXRLS2-4

RL-SERIESEXPLOSION 
PROOF 

MOUNTING METHODS

OPTIONS

Ceiling
Mount

(Standard)

Provided with two 
stainless steel 
mounting kits 
welded at the back 
of housing

Provided with two 
stainless steel 
wire. Measured 
1mm diameter.

(1) 155* Pipe
(2) Pipe clamp  
      bracket

Stanrd Mounting Kit 
(included)

Pipe Clamp 
bracket x2

* Mounting screws not provided		  **Ordered separately, field installed

Rope 
Pendant
Mount

Pole
Mount

DESCRIPTION KIT (INCH/MM) INSTALLED
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PQ-EXRLS2-4

RL-SERIESEXPLOSION 
PROOF 

EMERGENCY BATTERY BACKUP SPECIFICATION

Input Rating Emergency Output Rating
Vac Hz Max. mA Max. W Vdc Constant Wattage, W

120-277 50/60 100 7 25-55 15

Charge 
Time, Hours

Emergency
Run Time, Min

Response Time, 
mS

Rated Ambient 
Range, °C

Battery Life
Expectancy

24 90 <550 0-60 5 years

Operate Mode LED Features Yellow LED 
(State LED)

Green LED 
(Indicate LED)

Charge Mode
Charging Flash 0.2HZ (5S/time)

Fully charged ON

Discharge Mode
Discharge Flash 1HZ (1S/time)

Discharge cut-off OFF

Battery disconnect Flash 2HZ (0.5S/time)

LED Lamp disconnect Flash 2HZ (0.5S/time)

Battery under voltage Flash 1HZ (1S/time)

Battery over voltage Flash 1HZ (1S/time)

Function test beginning (once a month) Flash 2HZ (0.5S/time), flash 5 times

Under function test Flash 1HZ (1S/time)

Function test failed Flash 0.5HZ (2S/time)

Discharge duration test beginning (once a year) Flash 2HZ (0.5S/time), flash 7 times

Under discharge duration test Flash 1HZ (1S/time)

Discharge duration test failed Flash 0.5HZ (2S/time)

LED CHARGING INDICATORS

USE ONE ENTRY FOR 
PUSH-TO-TEST BUTTON
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INSTRUCTIONS FOR ORDERING

Catalog Number for Example: PQ-EXRLS4-051K-030W-120V-E

Models Color Temperature Power (W) Voltage (V) Beam Angle Dimming
(Optional)

Emergency
Function 

(Optional)

PQ-EXRLS2

035K = 3500K
041K = 4000K
051K = 5000K
057K = 5700K

010W
012W
015W
018W
020W
025W
030W
036W
040W 120V = 

100-277VAC 120D = 120°

D = 
Dimmable

Blank = 
Non-

Dimmable

E = 
Emergency 

Function
Blank = Non-
Emergency 

Function

PQ-EXRLS4

020W
025W
030W
036W
040W
048W
050W
054W
060W

PQ-EXRLS2-4

RL-SERIESEXPLOSION 
PROOF 


