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STRING 
LIGHT
PQ-STL2

MODEL Color Temperature (CCT) Power (W) Input voltage (V) Daisy chain length AWG Size

PQ-STL2 051K = 5000K 100W 120V = 100-277V
010P = 10 feet 3C18 = 18/3

3C16 = 16/3
3C14 = 14/3

030P = 30 feet
035P = 35 feet

STRING LIGHT

•	 Easy to hang and removable stainless steel 
carabiner.

•	 Daisy chain of 10ft, 30ft or 35ft length.
•	 1ft Power cord.
•	 360° Beam angle.
•	 Corrosive resistant cage.

CERTIFICATIONS
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Catalog Number for Example: PQ-STL2-051K-100W-120V-035P-3C16

80+
Ra

CRI >0.95
Power Factor

IP65
IP LEVEL

5
YEAR

WARRANTY
50,000

HOURS

Lifespan
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SPECIFICATIONS
Model PQ-STL2
Power (W) 100W
Input voltage (V) 100-277VAC
Frequency (Hz) 50/60Hz
Power factor ≥0.95
Color temperature 5000K
Luminous flux 14000lm
IP level IP65
THD 10% (full load)
Surge protection 6KV
Daisy chain length 10ft, 30ft or 35ft 
Power cord length 1ft
AWG sizes 18/3, 16/3 or 14/3
Efficiency 90%
Beam angle Horizontal: 360° and Vertical: 270°
CRI ≥80
LED 2835/0.5W SMD
Operating temperature -20°C to 40°C
Drive and cage material Plastic / Steel
Warranty 5 years
Dimensions 278 x 149 mm
Life hours 50,000H

Easy to hang and 
removable stainless 
steel carabiner

1ft power cord

360° beam angle
Corrosive resistant cage

10ft, 30ft or 35ft
Daisy chain
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DIMENSIONS (IN MM)

FEATURES

STRING LIGHT
PQ-STL2

304SS HOOK

304SS LAMPSHADE

PC/ABS BASE

PC/ABS CONNECT BASE

CONNECT PCBA

120W LED DRIVER

MAIN RADIATOR

8 FLOOD LIGHT PCBA

8 PC LENS

A1 6061 RADIATOR

1 CIRCULAR FLOOD LIGHT PCBA

1 PC CIRCULAR LENS

Output wirelft SJTW 105°C
DL52C2 (NEMA 5-15R)

Daisy chain 10/30/35 ft SJTW 105°C
DL31 (NEMA 5-15P)


