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WATERPROOF
HIGH BAY
PQ-WPHB

	° Luminous efficacy of the system: 140 LPW

	° Ease of installation and maintenance

	° Flexible and modular design

	° IP65 (Ingress Protection rating indicating 
resistance to dust and water)

	° Five-year warranty

	° Typical applications
      ° Warehouse/manufacturing facilities
      ° Convention centers/sports arenas
      ° Large retail stores
      ° Cold storage warehouses
      ° Gyms

CERTIFICATIONS

Model Color Temperature (CCT) Power (W) Luminous Flux (Lm) Length of the Luminaire (mm) Input Voltage (v)

PQ-WPHB

3000K
4000K
5000K
5700K

100W

140Lm

616 x 114.15

120-277AC

150W 815.60 x 114.15

200W 1065.60 x 114.15

300W 845.63 x 274.15

400W 1095.63 x 274.15

WATERPROOF HIGH BAY
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Beam
Angle

120° 50 000
HRS

Lifespan

IP65
IP RATING

80+
Ra

IRC

5     
Warranty

years
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TECHNICAL SPECIFICATIONS

WATERPROOF HIGH BAY
PQ-WPHB

Power (W) 100 / 150 / 200 / 300 / 400

Led power 140 Lm/w

Input voltage (V) 120-277 VAC

Light source Lumileds 2835

Color temperature (CCT) 3000K / 4000K / 5000K / 5700K

Operating temperature -40°C to +50°C

Color Rendering Index (CRI) >80

Frequency (Hz) 50 / 60

IP Rating IP65

Lifetime (hours) 50,000

Beam angle 60°x120° / 90°x120° / 120°

Warranty (years) 5

Certifications CETL, DLC, CB, CE, RoHS, TUV, SAA

SPECIFICATIONS
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DIMENSIONS (MM)

100W / 150W / 200W - Suspended Installation (Standard)
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WATERPROOF HIGH BAY
PQ-WPHB
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DIMENSIONS (MM)

100W / 150W / 200W - Ceiling Installation (optional)

300W / 400W - Ceiling Installation (optional)
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WATERPROOF HIGH BAY
PQ-WPHB
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PHOTOMETRY

INSTRUCTIONS FOR ORDERING WITH PREFERRED DIMENSIONS

Catalog number for example: PQ-WPHB-057K-400W-120V-120D

Model Color Temperature (CCT) Power (W) Input Voltage (V) Beam Angle Options

PQ-WPHB

             31K = 3000K
             41K = 4000K
             51K = 5000K
             57K = 5700K

100W
150W
200W
300W
400W

120V = 120-277 AC
60120D = 60°x120°
90120D = 90°x120° 

120D = 120°

Suspended Mounting 
Ceiling Mounting 

EMAIL: info@power-q.ca

If you have specific technology or service 
needs, it’s highly recommended that you get 
in touch with Power-Q’s experts. They can 
provide tailored solutions and guidance 
based on your specific requirements.

PHONE: 514 667-6810

MODEL OPTIONS

100W / 150W / 200W - Hanging Installation 
(Standard)

100W / 150W / 200W - Ceiling Installation 
(Optional)

300W / 400W - Ceiling Installation (Optional)


