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LED
DOWNLIGHT
PQ-DWWS

	° 15W, 100-277VAC input

	° Triac Dim on AC120V

	° With Driver

	° Beam Angle: 15D,24D, 36D, 60D

	° 5 CCTK

	° 5 Years Warranty

	° 50,000 Hours lifespan

	° Application: Ceiling Recess Mount

CERTIFICATIONS

Model Color Temperature Power Input Voltage Beam Angle Finish Options Dimensions

PQ-
DWWS

CCTK = 2700/ 3000/ 
3500/ 4000/ 5000

015W
120V = 

100-277V

015D = 15°
024D = 24°
036D = 36°
060D = 60°

BL = White
NR = Black

D = 
Dimmable

004P = 4 inch

006P = 6 inch

LED DOWNLIGHT

Catalog number as an example: PQ-DWWS-CCTK-015W-120V-015D-BL-D-006P

50,000
HOURS

Lifespan90+
Ra

CRI5
YEAR

WARRANTY
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Power (W) 15
Input Voltage (V) 100-277AC
Lumens 1250 lm
Color Temperature (CCTK) 2700K/3000K/3500K/4000K/5000K
LED Lifetime 50,000 hours

Dimming On/off, triac, 0-10V, Dali

Beam Angle 15° / 24° / 36° / 60°

CRI >90Ra

UGR <19

Driver Yes

Dimensions 4 or 6 Inches

Finish White / Black

Certification cETLus, DLC, RoHS, SAA, CE

Warranty 5 Years

SPECIFICATIONS

TRIDONIC PHILIPS LIFUD

DRIVERS

OSRAM LUMINUS PHILIPS
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DIMENSIONS (UNIT: MM)

Models Dimensions Cut-out

004P Φ 150 mm * 50 mm Ø 120-140 mm
006P Φ 175 mm * 55 mm Ø 140-165 mm

004P 006P
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PHOTOMETRY

APPLICATION


